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PERCOLATION TEST WORKSHEET 
 

Date of Request:                                                                      Date of Test: 

Time Holes Filled:                                                                   Start Time:                                           

Owners Name:                                                                         End Time:                                                    

Site Address:                                                                            Inch Drop:   Hole #1: 

                                                                                                                      Hole #2: 

Direction to Property:                                                                                   Hole #3: 

                                                                                          Total Drop:                                 Inches  

                                                                                          Average Drop:                            Inches  

 

                                                                        

Test Performed By:                                                           

Proposed # Bedrooms/Flow: 

Size of Septic Tank Required:                     GPD   
 
NOTE: The minimum total septic tank capacity is 2.5 times the estimated average daily flow.  The minimum allowable 
total septic volume for all applications is 500 gallons.                 

                                                              
   Is site acceptable for absorption field?                           If yes, # of linear feet per bedroom:  

                                                                                           Total amount of linear field line needed:  

   Type of secondary treatment recommended: 

   Additional Comments: 

 

                       

Average drop in inches             Required linear feet per bedroom  
                   12                                                      83           
 
                   11                                                      87 
 
                   10                                                      91 
 
                     9                                                      96 
 
                     8                                                    100 
 
                     7                                                    104 
 
                     6                                                    110 
 
                     5                                                    117 
 
                     4                                                    127 
 
                     3                                                    142

Notes: 
 
1. The minimum absorption field linear requirement for 
    all installations is 160 linear feet (two 80’ trenches). 
 
2. For commercial applications, 150 GPD flow is 
    equivalent to one bedroom. 
 
3. Any lot with an average drop of less than three 
    inches is unsuitable for a subsurface absorption 
    field. 
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